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AIR-OPERATED PUMPS FOR OIL AND SIMILAR

The air-operated oil pumps, fully designed and manufactured by MECLUBE,
shows remarkable operating features. It is fully machined with electronic
machine tools, the assembly is made with great care and the parts are
carefully tested in order to assure the best guarantee of reliability and a long
life. The type of used materials and manufacturing quality make these pumps
suitable to work in the worst environment conditions.

-
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MECLUBE

* Brand new motion reverse device completely air operated,
without cams

* Reduced number of worn parts
* Big amount of delivered oil with low air requirement
* High operating pressure

* Aluminum alloy body pump with electrolytic treatment that
ensures very high corrosion strength

* High stressed elements in Fe 420 steel
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A,II AIR-OPERATED PUMPS FOR OIL AND SIMILAR Mod.501

COMPRESSION RATIO =1:1
——— DELIVERY CAPACITY = 35 |/min

Art. 020-0978-000

Air-operated oil pump Mod.501
ratio=1:1 Delivery capacity 35 |/min
For wall-fixing or fixed positions.

With different accessories it allows
alternative possibilities of application.
Viton seals

Art. 020-0980-000

Air-operated oil pump Mod.501
ratio=1:1 Delivery capacity 35 |/min
For standard drums of 50-60 |
(shank length 740 mm)

Viton seals

Art. 020-0985-000

Air-operated oil pump Mod.501
ratio=1:1 Delivery capacity 35 |/min
For standard barrels of 180-220 |
(shank length 940 mm)

o o o Viton seals
8 8 = X . .
s & > With threaded ring for drum connection.
o & 3
(=] o =] ~%
] 2 8 L W8
=] o P ]§ 2! ‘3
@55 (T1 |
H &8 & 58 | Ll
020-0978:000 3600 0007 1 @50 [P =
020-0980-000 5850 0,013 1 S g
020-0985000 6800 0,016 1 S i |
TECHNICAL DATA 020-0978-000 020-0980-000 020-0985-000
Compression ratio 11 5 pih S 11
RATIO PiPu=1:1 i
W  OUTLET OIL PRESSURE {bar) Workmg pressure bar 68 68 68
gl " o Air consumption l/min 200 200 200
Pi
104
Air inlet connection BSP Fi1/4°G F1/4" G F1/4" G
é gl Oil putlet connection BSP M3/4" G M3/4" G M3/4" G
- 0il delivery capacity 6 bar  |/min 35 35 35
E &
E .. Noise dB 80 80 80
E
& X Shank diameter mm 50 50 50
L 3+
) et Shank length mim 250 740 940
17723429335 407 464521577 Qu
W OUTLET OIL DELIVERY {I/mi) For drums with capacity of | - 50-60 180-220

FLUID TYPE :SAE30 OLIO {ISAO VG 100)-20°C

These pumps are advised for the transfer of low viscosity oil (SAE 15/80), similar and antifreeze, for short distances (5 -
10 m). The delivery capacity of a pump varies according to particular applications and combinations: the pressure of air
supplied; viscosity and temperature of the fluid; dimensions of delivery hose; dimensions of connections and type of gun
which is used. The operating pressure may vary between a minimum of 3 bar and a maximum of 8 bar. To optimize the
performance and the time-life of the air-operated pumps advise to use filtered and lubricated air.
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AIR-OPERATED PUMPS FOR OIL AND SIMILAR Mod.503

COMPRESSION RATIO =3:1
DELIVERY CAPACITY = 25 |/min

/4

Art. 020-0988-000

Air-operated oil pump Mod.503

ratio=3:1 Delivery capacity 25 I/min

For wall-fixing or fixed positions.

With different accessories it allows alternative possibilities of application.
Viton seals

Art. 020-0990-000

Air-operated oil pump Mod.503
ratio=3:1 Delivery capacity 25 |/min
For standard drums of 50-60 |
(shank length 740 mm)

Viton seals

Art. 020-0995-000

Air-operated oil pump Mod.503
ratio=3:1 Delivery capacity 25 |/min
For standard barrels of 180-220 |
(shank length 940 mm)

Viton seals

With threaded ring for drum connection.

% o o o
A2 2 E 2
(b = & > o
- hES M e < o
@55 [ H o [~} [~}
1 | N o o
H 8 @ «& ‘ s . 8 8 8
=8 = )
020-0988-000 3,770 0,007 o2 lpy || F
020-0990-000 4940 0013 1 =g
020-0995-000 5350 0,016 i £
TECHNICAL DATA 020-0988-000 020-0990-000 020-0995-000
Compression ratio 31 =2 Fl
; RATIO PiPu=13
Working pressure bar 6-8 6-8 6-8 . i pF'{EgSl i
Air consumption I/min 200 200 200 il Bl Al P”
2]
Air inlet connection BSP F1/4" G F1/4"G F1/4"G .
?
Oil outlet connection BSP M1/2"G M1/2"G M1/2"G E i
Oil delivery capacity 6 bar  |/min 25 25 25 % .
Noise dB 80 80 80 g
=
Shank diameter mm 42 42 42 z
.
Shank length mm 215 740 940 . ‘ !
121 164 207325 2933246375422 CGu
For drums with capacity of | = 50-60 180-220 ® OUTLET OIL DELIVERY (I/min)

FLUID TYPE :SAE30 OLIO{ISAD VG 1003-20°C

These pumps are advised for the transfer of low - medium viscosity oil (SAE 15/130), similar and antifreeze, for
short-medium distances (40 - 50 m). The delivery capacity of a pump varies according to particular applications
and combinations: the pressure of air supplied; viscosity and temperature of the fluid; dimensions of delivery hose;
dimensions of connections and type of gun which is used. The operating pressure may vary between a minimum of 3
bar and a maximum of 8 bar. To optimize the performance and the time-life of the air-operated pumps advise to use
filtered and lubricated air.
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A,II AIR-OPERATED PUMPS FOR OIL AND SIMILAR Mod.601

COMPRESSION RATIO =1:1
MECLUBE DELIVERY CAPACITY = 40 I/min

Art. 020-1168-000

Air-operated oil pump Mod.601

ratio=1:1 Delivery capacity 40 |/min

For wall-fixing or fixed positions.

With different accessories it allows alternative possibilities of application.
Polyurethane seals

Art. 020-1170-000

Air-operated oil pump Mod.601
ratio=1:1 Delivery capacity 40 |/min
For standard barrels of 180-220 |
(shank length 940 mm)
Polyurethane seals

Art. 020-1172-000

Air-operated oil pump Mod.601

ratio=1:1 Delivery capacity 40 |/min

For standard tanks of 750-1500 |

(shank length 1250 mm) -,

Polyurethane seals |
With threaded ring for drum connection. = i Ul
& : l O & @@ {
@ -ﬂ-— & & 020-1168-000 5000 0,007 | '
g a‘ 5 0201170000 7.270 0,016 1 [
- & g 9 0201172000 8220 0019 1 o4 &
(o] 3 [ o
o o o
TECHNICAL DATA 020-1168-000 020-1170-000 020-1172-000
Compression ratio 1:4 & 5 | 11
RETIO PLPu=11 H
B S DILPFL.ESSHRE ik Working pressure bar 6-8 6-8 6-8
i s Sl ol . Air consumption l/min 220 220 220
Pi
Air inlet connection BSP F1/4"G F1/4"G F1/4" G
9
% 8 Oil outlet connection BSP M3/4" G M 3/4" G M3/4" G
3 Oil delivery capacity 6 bar  |/min 40 40 40
g
E ¢ Noise dB 80 80 80
&
g Shank diameter mm 50 50 50
"
T A S SR — Shank length mm 245 940 1250

2257084343 40 457 51457428 Qu

® OUTLET OIL DELIVERY {I/min) For drums with capacity of | - 180-220 750-1500
FLUID TYPE :SAE20 OLIO (1S40 VG 100-20°C

These pumps are advised for the transfer of low viscosity oil (SAE 15,/80), hydraulic oil, similar and antifreeze. for short
distances (5 - 10 m). The delivery capacity of a pump varies according to particular applications and combinations:
the pressure of air supplied; viscosity and temperature of the fluid; dimensions of delivery hose; dimensions of
connections and type of gun which is used. The operating pressure may vary between a minimum of 3 bar and a
maximum of 8 bar. To optimize the performance and the time-life of the air-operated pumps advise to use filtered and
lubricated air.
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AIR-OPERATED OIL PUMPS Mod.603

COMPRESSION RATIO =3:1
DELIVERY CAPACITY = 30 I/min

Art. 020-1188-000

Double-acting air-operated oil pump Mod.603

ratio=3:1 Delivery capacity 30 I/min

For wall-fixing or fixed positions.

With different accessories it allows alternative possibilities of application.
Polyurethane seals

Art. 020-1190-000

Double-acting air-operated oil pump Mod.603
ratio=3:1 Delivery capacity 30 |/min

For standard drums of 50-60 |

(shank length 740 mm)

Polyurethane seals

Art. 020-1195-000

Double-acting air-operated oil pump Mod.603
ratio=3:1 Delivery capacity 30 |/min

For standard barrels of 180-220 |

(shank length 940 mm)

Polyurethane seals

Art. 020-1196-000

Double-acting air-operated oil pump Mod.603
ratio=3:1 Delivery capacity 30 I/min

For standard tanks of 750-1500 |

/4

-
-,y

(shank length 1250 mm)
Polyurethane seals
With threaded ring for drum connection. -
(=] (=] (=] o
[=] o | [=] [=]
o (=] < L]
% @ o 0 ©
L] (-1 <« (-7]
B & @ T ¢ I} IR :
" i 3 P sP &
020-1188-000 5570 (.007 1 i _ ] e Bl cB 3]
020-1190-000 6,740 0.013 % a [
020-1195-000 7.380 0,016 1 Pt | |
020-1196-000 8460 0,019 1 v T [ ‘
TECHNICAL DATA 020-1188-000 020-1190-000 020-1195-000 020-1196-000 RATIO PiFu=13
B OUTLET OIL PRESSURE (bar)
Compression ratio 31 31 31 31 ? 1215 18 20 24 2 2 Fu
Working pressure har 6-8 6-8 6-8 6-8 o)
Air consumption I/min 220 220 220 220 ¢
Air inlet connection BSP FI4G Fi4G Fi4G Fime § 7
il outlet connection BSP M1/27G M1/27G M1/2°G M1/2°G % ™
&
Oil delivery capacity 6 bar  |/min 30 30 30 30 E
Noise dB 80 80 80 80 G
Shank diameter mm 42 42 42 42 R
Shank length mm 215 740 940 1250 LA R 0O 00 1
For drums with capacity of | : 5060 180220  750-1500 FLUID TYPE SAE30 OLIO (1840 VG 40020°C

These pumps are advised for the transfer of low - medium viscosity oil (SAE 15/130), and anti-freeze, for short-
medium distances (40 - 50 m). The delivery capacity of a pump varies according to particular applications and
combinations: the pressure of air supplied; viscosity and temperature of the fluid; dimensions of delivery hose;
dimensions of connections and type of gun which is used. The operating pressure may vary between a minimum of 3
bar and a maximum of 8 bar. The double-acting guarantee the delivery of a continuous and constant flow, suitable for
installations on distribution facilities. To optimize the performance and the time-life of the air-operated pumps advise

to use filtered and lubricated air.
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7,, AIR-OPERATED OIL PUMPS Mod.605

COMPRESSION RATIO = 5:1
MECLUBE DELIVERY CAPACITY = 28 |/min

Art. 020-1198-000

Double-acting air-operated oil pump Mod.605
ratio=5:1 Delivery capacity 28 |/min

For wall-fixing or fixed positions.

With different accessories it allows alternative possibilities of application.
Polyurethane seals

Art. 020-1200-000

Double-acting air-operated oil pump Mod.605
ratio=5:1 Delivery capacity 28 I/min

For standard drums of 50-60 |

(shank length 740 mm)

Polyurethane seals

Art. 020-1205-000

Double-acting air-operated oil pump Mod.605
ratio=5:1 Delivery capacity 28 |/min

For standard barrels of 180-220 |

(shank length 940 mm)

Polyurethane seals

Art. 020-1206-000

Double-acting air-operated oil pump Mod.605
ratio=5:1 Delivery capacity 28 |/min

For standard tanks of 750-1500 |

(shank length 1250 mm)

Polyurethane seals | =
With threaded ring for drum connection. -
o & o o e
L= =] o (=] T
e S =4 b 4
‘ g 8 g 2
A BRI B B & @
e | =] =] =)
8 p 8L 8. 8 0201198000 5860 0007 1
020-1200-000 7,100 0013 1
020-1205-000 7.710 0016 T I
020-1206-000 9,000 0,019 - wiid - = i
RATIO Fi:Fu=15 TECHNICAL DATA 020-1198-000 020-1200-000 020-1205-000 020-1206-000
B OUTLET OIL PRESSURE foar)
. w5 R i o Compression ratio 51 5 511 51
e { Working pressure bar 6-8 6-8 6-8 6-8
L * Air consumption l/min 250 250 250 250
E 7 Air inlet connection BSP F1/4'G F1/4°G FL4G FL14G
w 7 4
% ol Qil outlet connection BSP M1/2"G M1/2" G M1/2" G M1/2" G
£ 4 Ol delivery capacity 6 bar  I/min 28 28 28 28
41 Noise 8 80 80 80 80
O Shank diameter mm 42 42 42 42
l ' ¥ ' t t t
I i6 20 24 28 3|2 % 0 4|4 cu  Shank length mm 215 740 940 1250
OUTLET OIL DELIVERY (|/min) ] L
FI_I_H; TYPE :SAESCI)_ oujé usmtvén _II.EJIO]-QD’C For drums with capacity of | - 50-60 180-220 750-1500

These pumps are advised for the transfer of medium-high viscosity oil (SAE 15/240), and anti-freeze, for medium-long
distances (150 - 240 m). The delivery capacity of a pump varies according to particular applications and combinations: the
pressure of air supplied; viscosity and temperature of the fluid; dimensions of delivery hose: dimensions of connections
and type of gun which is used. The operating pressure may vary between a minimum of 3 bar and a maximum of 8 bar. The
double-acting guarantee the delivery of a continuous and constant flow, suitable for installations on distribution facilities. To
optimize the performance and the time-life of the air-operated pumps advise to use filtered and lubricated air.
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AIR-OPERATED OIL PUMPS Mod.608 7,,

COMPRESSION RATIO = 8:1
DELIVERY CAPACITY = 20 I/min ——

Art. 020-1207-000

Double-acting air-operated oil pump Mod.608

ratio=8:1 Delivery capacity 20 |/min

For wall-fixing or fixed positions.

With different accessories it allows alternative possibilities of application.
Polyurethane seals

Art. 020-1208-000

Double-acting air-operated oil pump Mod.608
ratio=8:1 Delivery capacity 20 |/min

For standard drums of 50-60 |

(shank length 740 mm)

Polyurethane seals

Art. 020-1210-000

Double-acting air-operated oil pump Mod.608
ratio=8:1 Delivery capacity 20 |/min

For standard barrels of 180-220 |

(shank length 940 mm)

Polyurethane seals

Art. 020-1211-000
Double-acting air-operated oil pump Mod.608

ratio=8:1 Delivery capacity 20 |/min f m
For standard tanks of 750-1500 | -
(shank length 1250 mm) :
Polyurethane seals . | T
With threaded ring for drum connection. : g - 8 | g
' @ 2 & =
~ . W (=] :j
=5 =] (=] A
8 @ & [ : ¥ i 2] :
| & w2 s 3 l 3
0201207-000 4850 0007 1 ° B °8 °B °
0201208000 6200 0013 1 1
020-1210-000 6670 0,016 1
0201211000 7,500 0.019 1 . 5 U '8
TECHNICAL DATA 020-1207-000 020-1208-000 020-1210-000 020-1211-000 o G O PER e :
24 32 40 48 55 & 72 B . Pu
Compression ratio g1 81 81 81 P
Working presstire bar 68 68 6-8 68 &l
Air consumption I/min 220 220 220 220 a
= 8
Air inlet connection BSP F1/4"G F1/4"G F1/4" G e S .
@
Qil outlet connection BSP M1/2" G M1/2"G M1/2"G M1/2" G 2 "
Oil delivery capacity 6 bar  I/min 20 20 20 20 £
Noise dB 80 80 80 80 Lo
Shank diameter mm 30 30 30 30 .
Shank length mm 215 740 940 1250 D 4 A T
For drums with capacity of | . 50-60 180-220  750-1500 AT Sf;"iéi‘g‘{,g‘lgo,m

These pumps are advised for the transfer of high viscosity oil (SAE 15/280), for medium-long distances (150 - 200
m). The delivery capacity of a pump varies according to particular applications and combinations: the pressure of air
supplied; viscosity and temperature of the fluid; dimensions of delivery hose: dimensions of connections and type of
gun which is used. The cperating pressure may vary between a minimum of 3 bar and a maximum of 8 bar. The double-
acting guarantee the delivery of a continuous and constant flow, suitable for installations on distribution facilities. To
optimize the performance and the time-life of the air-operated pumps advise to use filtered and lubricated air.
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7,, AIR-OPERATED OIL PUMPS HIGH DELIVERY Mod.803

MECLUBE COMPRESSION RATIO = 3:1

Art. 020-1176-0000

Double-acting air-operated oil pump HIGH-DELIVERY Mod.803

DELIVERY CAPACITY = 40 I/min

ratio=3:1 Delivery capacity 40 |/min

For wall-fixing or fixed positions.

With different accessories it allows alternative possibilities of application.

Polyurethane seals

Art. 020-1178-000

(shank length 940 mm)
Polyurethane seals

Art. 020-1179-000

(shank length 1250 mm)
Polyurethane seals

points.

= o o
=} o =}
o ? b
e N 3 B & @ 7
g | q a
o g 3 020-1176-000 10,100 0011
g h g g 020-1178-000 12100 0023 1
020-1179-000 13,150 0,028 1
RATIO PrPu=1:3 TECHNICAL DATA
W OUTLET OIL PRESSURE {bar)
o SPATRAD A ARG (8 e Fa Compression ratio
Pi :
184 Working pressure bar
L Air consumption l/rmin
| Air inlet connection BSP
™ Qil outlet connection BSP

Qil delivery capacity 6 bar |/min

B INLET AIR PRESSURE (bar)

s Noise dB
54 Shank diameter mm
" s Shank length mm
229286342 40 45751 457.1628 Lu
8 SRl R O o) For drums with capacity of |

FLUID TYPE :SAE30 OLIO {ISAQ VG 100)-20°C

These pumps are advised for the transfer of low-medium viscosity oil (SAE 15/130), and anti-freeze, for short-
medium distances (40 - 50 m). The delivery capacity of a pump varies according to particular applications and
combinations: the pressure of air supplied; viscosity and temperature of the fluid; dimensions of delivery hose;
dimensions of connections and type of gun which is used. The operating pressure may vary between a minimum of 3
bar and a maximum of 8 bar. The double-acting guarantee the delivery of a continuous and constant flow, suitable for
installations on distribution facilities. To optimize the performance and the time-life of the air-operated pumps advise

to use filtered and lubricated air.
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With threaded ring for drum connection.

Suitable for oil distribution facilities in
workshop for industrial vehicles in which is
request a high delivery with more dispensing

020-1176-000

31

340
F3/8" G
M3/4" G

40

80

50
220

Double-acting air-operated oil pump HIGH-DELIVERY Mod.803
ratio=3:1 Delivery capacity 40 |/min
For standard barrels of 180-220 |

Double-acting air-operated oil pump HIGH-DELIVERY Mod.803
ratio=3:1 Delivery capacity 40 |/min
For standard tanks of 750-1500 |

340
F3/8" G
M3/4" G

40

80

50

940
180-220

020-1179-000
2 b i

340
F3/8" G
M3/4" G

40

80

50

1250

750-1500



AIR-OPERATED OIL PUMPS HIGH DELIVERY Mod.805 7,,
COMPRESSION RATIO=5:1  DELIVERY CAPACITY = 35 I/min ——

Art. 020-1180-000

Double-acting air-operated oil pump HIGH-DELIVERY Mod.805

ratio=5:1 Delivery capacity 35 |/min

For wall-fixing or fixed positions.

With different accessories it allows alternative possibilities of application.
Polyurethane seals

Art. 020-1182-000

Double-acting air-operated oil pump HIGH-DELIVERY Mod.805
ratio=5:1 Delivery capacity 35 I/min

For standard barrels of 180-220 |

(shank length 940 mm)

Polyurethane seals

Art. 020-1183-000

Double-acting air-operated oil pump HIGH-DELIVERY Mod.805

ratio=5:1 Delivery capacity 35 |/min

For standard tanks of 750-1500 |

(shank length 1250 mm)

Polyurethane seals e

With threaded ring for drum connection.

Suitable for oil distribution facilities in
workshop for industrial vehicles in which is
request a high delivery with more dispensing
points.

Q@@‘

020-1180-000 10,100 0,011
020-1182.000 12150 0,023 1
020-1183-000 13200 0028 : |

020-1180-000
020-1182-000
020-1183-000

J_|

RATID Pi:Pu=1'5
TECHNICAL DATA 020-1180-000 020-1182-000 020-1183-000 m omer e PRE;S\_,EE - .
Compression ratio 51 51 51 o Lkl B i
5
Working pressure bar 6-8 6-8 6-8 L
Air consumption I/min 38b 385 385 ’
Alr inlet connection BSP F3/8 G F3/8" G F3/8"G 3 °®
Oil putlet connection BSP M3/4" G M3/4" G M3/4" G E i
o
0il delivery capacity 6 bar  |/min 35 35 35 g
Noise dB 80 80 80 E .
Shank diameter mm 42 42 42 3
Shank length mm 220 940 1250 iy ——————
25784317 35 382414447482 Qu
For drums with capacity of | % 180-220 750-1500 @ OUTLETOR LELIVESY ficonh)

FLUID TYPE :SAE30 OLIO (ISAD ¥G 100)-20°C

These pumps are advised for the transfer of medium-high viscosity oil (SAE 15/240) and anti-freeze, for medium-
long distances (150 - 200 m). The delivery capacity of a pump varies according to particular applications and
combinations: the pressure of air supplied; viscosity and temperature of the fluid; dimensions of delivery hose;
dimensions of connections and type of gun which is used. The operating pressure may vary between a minimum of 3
bar and a maximum of 8 bar. The double-acting guarantee the delivery of a continuous and constant flow, suitable for
installations on distribution facilities. To optimize the performance and the time-life of the air-operated pumps advise
to use filtered and lubricated air.
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