buzione di AdBlue®.

and delivery.

[EN] Insulated box for AdBlue® (DEF) storage

Bluebox _

[Tl Box coibentato per stoccaggio e distri-

tank’s volume box dimensions

>BOX:

L mm
3.000 L 2.900x2.300xH2.200
5.000 L 3.800x2.400xH2.200
7.500 L 4.100x2.400xH2.350
10.000 L 4.100x2.460xH2.650

EMILIANA
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Struttura di sostegno realizzata in acciaio al carbonio zin-
cato, sollevabile dal basso mediante carrello elevatore.
| profili del tetto sono sagomatiinmodo tale da fungereda
gronda per laraccolta e lo scarico delle acque meteoriche.
Pareti e soffitto realizzati mediante pannelli isolanti
tipo “sandwich” dello spessore di 30 mm, riempiti con
resine poliuretaniche autoestinguenti.

Il basamento, ricoperto da grigliato elettrosaldato e
zincato, € realizzato in modo da fungere da bacino di
raccolta per eventuali sversamenti.

Porta frontale di apertura, a doppia anta; ogni anta &
prowvista di una griglia di aerazione.

> IMPIANTO ELETTRICO:

Punto luce con interruttore sul vano serbatoio.
Quadro elettrico generale con custodia in PVC autoe-
stinguente, completo di interruttore generale magne-
totermico differenziale.

Attacco per il collegamento alla rete di terra.
Termoconvettore termostatato, potenza 1.500 W.

> SERBATOIO:

Serbatoio in polietilene lineare ad alta densita, monoliti-
co, di elevata resistenza meccanica, chimica ed ai raggi
UV; disponibile nella versione azzurra (linea base) ed in
quella bianca (versione a maggior resistenza chimica).
Capacita disponibili: 3.000 L, 5.000 L, 7.500 L, 10.000 L.
Accessori serbatoio: passo d'uomo con tappo di chiusura
avvitabile, diametro 42 cm per serbatoi da 3.000 L e
5.000 L e diametro 55 per serbatoi da 7.500 L e 10.000
L, valvola di sfiato da 1", attacco di carico da 2” e tubo
di aspirazione da1”.

> EROGATORE:

Armadio metallico con serratura fissato sul serbatoio.
Pompa elettrica a membrana, autoadescante,

230V - 50 Hz, portata 30 L/min.

Contalitri digitale a turbina.

Tubo di erogazione in EPDM, sezione 3/4”, lunghezza4 m.
Pistola automatica di erogazione.

> ACCESSORI OPZIONALI:

Indicatore di livello pneumatico.

Cod. INDLIVELLOPNEUADBLUE.

Valvola limitatrice di carico da 2” in acciaio INOX.
Cod. VTPINOX.

Codice prodotto / Product Code

TECHNICAL SPECIFICATIONS:

> BOX:

Structural frame made in carbon steel galvanized;
designed for bottom lifting.

Roof made with cold formed steel profiles which
are shaped in order to gather rainwater as a gutter.
Ceiling and walls are made in self-extinguishing “sand-
wich” panels filled with an insulating polyurethane
foam, thickness 30 mm.

Floor consists of a galvanised retention basin covered
with electrowelded galvanised grid panels; this sump
is designed to collect any spill or leak.

Double hinged front door; any door is provided with
aventilation grid.

> ELECTRICAL SYSTEM:

Self-extinguishing electric distribution box, complete
with main differential thermo-magnetic two poles
circuit breaker.

Grounding point.

Electric heater, 1.500 W, complete with thermostat.
Ceiling lamp with switch.

> TANK:

High density linear polyethylene tank, monolithic,
with high mechanical, chemical and UV resistance;
available in azure color (basic line) and in white color
(higher chemical resistance version).

Avdilable volumes: 3.000L,5.000L,7.500 L and10.000 L.
Tank’s accessories: manhole with threaded lid,
diameter 42 cm for 3.000 L e 5.000 L tanks and 55
cm for 7.500 | e 10.000 L tanks, 1” vent device, 2"
loading plug, 1” suction pipe.

> DISPENSER:

Lockable steel cabinet mounted directly on the tank.
Self-priming diaphragm electropump, 230 V - 50 Hz,
flow rate 30 L/min.

Digital fuel meter.

EPDM flexible hose, section 3/4", length 4 m.
Automatic dispensing nozzle.

> OPTIONS:

Pneumatic level gauge.
Cod. INDLIVELLOPNEUADBLUE.
2" stainless steel overfill valve.

C NTADGEB

Capacita serbatoio
Tank volume

3000 =3.000L A
5000 =5.000L

=azzurro
azure

T =bianco

7500 =7.500L
10000 =10.000 L

white

Cod. VTPINOX.
X X X X X X B 0O X
Versione serbatoio Vesione box
Tank Version ' Box version

B =boxsenza comparto pompa
box without pump compartment



Emilcaddy® 55

M Serbatoio trasportabile, in polietilene per il trasporto e l'erogazione di soluzioni acquose di Urea.
[EN] Portable container made in polyethylene for transport and delivery of DEF.

CARATTERISTICHE TECNICHE
E DIMENSIONALLI:

TECHNICAL SPECIFICATIONS
AND DIMENSIONS:

e o o o o o o o o o o o

Maniglia superiore per facile presa e sollevamento.
Predisposizione per fissaggio con fasce.

Valvola a sfera di sicurezza.

Tappo di carico con sfiato antisversamento.
Alloggiamento inferiore per presa di sollevamento.
Ruote antiforatura e piedini d'appoggio.
Supporto porta pistola frontale.

Volume: 55 L.

Larghezza: 460 mm.

Profondita: 360 mm.

Altezza: 900 mm.

Peso a vuoto: 8 Kg.

ALLESTIMENTO:

Pompa rotativa manuale, contalitri digitale (optio-
nal) con pistola manuale in materiale plastico e 3
m di tubo in EPDM.

Pompa a batteria 12 V 0 24 V, portata 30 L/min,
cavo con connettori da batteria, contalitri digitale
(optional) con pistola manuale in materiale plastico

Top handle for easy gripping and lifting.
Integrated recesses for securing with ratchet lashing straps.
Suction/drain safety ball valve.

Filling plug with integrated non-spill vent.
Lower handle for manual lifting operations.
Puncture proof wheels.

Front nozzle holder.

Volume: 55 L.

Width: 460 mm.

Depth: 360 mm.

Height: 900 mm.

Empty weight: 8 Kg.

OUTFITTING:

Manual rotary vane pump for DEF with plastic
manual nozzle, digital meter (optional) and 3 m
of EPDM hose.

Battery pump,12 V or 24V, flow rate 30 l[pm, cable
with battery clamps, digital meter (optional), man-
ual or automatic nozzle, and 3 m of EPDM hose.

oppure automatica e 3 m di tubo in EPDM.

Codice Tipo pompa Pistola Contalitri
Code Pump type Nozzle Meter

EMILCADDY55A1M Manuale rotativa / Rotary manual Manuale / manual

EMILCADDY55A1MK24 Manuale rotativa / Rotary manual Manuale / manual Si/ Yes
EMILCADDY55AZ1 A batteria 12 V / Battery pump 12 V Automatica / Automatic No
EMILCADDY55AZ1K24 A batteria 12 V / Battery pump 12 V Automatica / Automatic Si/ Yes
EMILCADDY55AZ124V A batteria 24 V / Battery pump 24 V Automatica / Automatic No
EMILCADDY55AZ124VK24 A batteria 24 V / Battery pump 24 V Automatica / Automatic Si/ Yes

Emilcaddy® 110

T Serbatoio trasportabile, in polietilene per il trasporto e l'erogazione di soluzioni acquose di Urea.
[EN] Portable container made in polyethylene for transport and delivery of DEF.

TECHNICAL SPECIFICATIONS
AND DIMENSIONS:

CARATTERISTICHE TECNICHE
E DIMENSIONALI:

Maniglia superiore per facile presa e sollevamento.
Predisposizione per fissaggio con fasce.
Valvola a sfera di sicurezza.

Tappo di carico con sfiato antisversamento.
Maniglia inferiore per presa di sollevamento.
Ruote antiforatura e piedini d'appoggio.
Supporto porta pistola frontale.

Volume: 110 L.

Larghezza: 460 mm.

Profondita: 440 mm.

Altezza: 1100 mm.

Peso a vuoto: 12 Kg.

Top handle for easy gripping and lifting.
Integrated recesses for securing with ratchet lashing straps.
Suction/drain safety ball valve.

Filling plug with integrated non-spill vent.
Lower handle for manual lifting operations.
Puncture proof wheels.

Front nozzle holder.

Volume: 110 L.

Width: 460 mm.

Depth: 440 mm.

Height: 1.100 mm.

Empty weight: 12 Kg.

e o o o o o o o o o o o
e o o & o o o o o o o o

ALLESTIMENTO: OUTFITTING:

» Pompa rotativa manuale, contalitri digitale (optio- ¢ Manual rotary vane pump for DEF with plastic

nal) con pistola manuale in materiale plastico e 3
m di tubo in EPDM.

Pompa a batteria 12 V 0 24 V, portata 30 L/min,
cavo con connettori da batteria, contalitri digitale
(optional) con pistola manuale in materiale plastico
oppure automatica e 3 m di tubo in EPDM.

manual nozzle, digital meter (optional) and 3 m
of EPDM hose.

Battery pump, 12V or 24V, flow rate 30 [pm, cable
with battery clamps, digital meter (optional),
manual or automatic nozzle, and 3 m of EPDM hose.

Codice Tipo pompa Pistola Contalitri
Code Pump type Nozzle Meter

EMILCADDY110A1M
EMILCADDY110A1MK24
EMILCADDY110AZ1
EMILCADDY110AZ1K24
EMILCADDY110AZ124V
EMILCADDY110AZ124VK24

Manuale rotativa / Rotary manual
Manuale rotativa / Rotary manual
A batteria 12 V / Battery pump 12 V
A batteria 12 V / Battery pump 12 V
A batteria 24 V / Battery pump 24 V
A batteria 24 V / Battery pump 24 V

Manuale / manual

Manuale / manual Si/ Yes
Automatica / Automatic No
Automatica / Automatic Si/ Yes
Automatica / Automatic No
Automatica / Automatic Si/Yes
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Chiave regolazione della
portata 5-10 L/min

Flow rate 5-10 L/min
adjusting key

Contenitoriin polietilene con pompa a batterial2024V,
portata 30 L/min, 4 mdi cavo con connettori da batteria,
pistola automatica ZVA idonea al rifornimento delle au-
tovetture (con regolazione 5-10 L/min tramite chiavetta
di regolazione in dotazione) e 3 m di tubo in EPDM.

CARATTERISTICHE GENERALI:

Maniglia superiore di presa e sollevamento.
Predisposizione per fissaggio con fasce.
Valvola a sfera di sicurezza.

Tappo di carico con sfiato antisversamento.
Maniglia inferiore per presa di sollevamento.
Ruote antiforatura e piedini d’'appoggio.
Supporto porta pistola frontale.

CAPACITA E DIMENSIONI:

EMILCADDY® 55 ADBLUE CAR-SERVICE
« Capacita: 55 L.

< Dimensioni: mm 460x360x900h.

« Peso avuoto: 8 Kg.

EMILCADDY® 110 ADBLUE CAR-SERVICE
e Capacita:110 L.

< Dimensioni: mm 460x440x1100h.

* Peso avuoto: 12 Kg.

OPTIONAL:

» Contalitri digitale K24. (1)

 Batteria ricaricabile 12 0 24 V (con caricabatteria
12-24V 0220 V). (2)

« Attacco rapido per IBC e fusti AdBlue®. (3)

Polyethylene container available in 55 or 110 liters,
equipped with 12-24V battery pump, 30 I/min flow
rate and 4 m cable with battery connectors, automat-
ic nozzle specific for car refuelling (adjustable 5-10 |/
min by a dedicated key), 3 m EPDM hose.

MAIN FEATURES:

» Top handle for easy gripping and lifting.
 Integrated recesses for securing with ratchet lash-
ing straps.

Suction/drain safety ball valve.

Filling plug with integrated non-spill vent.

Lower handle for manual lifting operations.
Puncture proof wheels and foot support.

Front nozzle holder.

VOLUME AND DIMENSIONS:

EMILCADDY® 55 ADBLUE CAR-SERVICE
« Capacity: 55 L.

« Dimensions: mm 460x360x900h.

« Empty weight: 8 Kg.

EMILCADDY® 110 ADBLUE CAR-SERVICE
e Capacity: 110 L.

» Dimensions: mm 460x440x1100h.

« Empty weight: 12 Kg.

OPTIONAL:

» Digital flow meter K24. (1)

» 12 0 24 V rechargeable battery (with 12-24 V
or 24V battery charger). (2)

e Quick connector for AdBlue® /DEF drum and IBC
container. (3)

Codice Tipo pompa Pistola Contalitri
Code Pump type Nozzle Meter

EMILCADDY55AZ1
EMILCADDY55AZ1K24
EMILCADDY55AZ124V
EMILCADDY55AZ124VK24
EMILCADDY110AZ1
EMILCADDY110AZ1K24
EMILCADDY110AZ124V
EMILCADDY110AZ124VK24

EMILIANA°
SERBRATOI

A batteria 12 V / Battery pump 12 V
A batteria 12 V / Battery pump 12 V
A batteria 24 V / Battery pump 24 V
A batteria 24 V / Battery pump 24 V
A batteria 12 V / Battery pump 12 V
A batteria 12 V / Battery pump 12 V'
A batteria 24 V / Battery pump 24 V
A batteria 24 V / Battery pump 24 V

Automatica / Automatic

Automatica / Automatic Si/ Yes
Automatica / Automatic No
Automatica / Automatic Si/ Yes
Automatica / Automatic No
Automatica / Automatic Si/ Yes
Automatica / Automatic No
Automatica / Automatic Si/ Yes

R-SERVICE




Yes
HT980Z124 24V No
HT980Z124K24 24V Si/ Yes

Sidepump ADB

IBC ADBLUE®

MAIN FEATURES:

» Hippotank® is manufactured in rotomolded linear
polyethylene, a material that ensures excellent
resistance against shocks, temperature changes,
chemical agents and bad climate conditions.

 Its transparency also allows a constant sight mon-
itoring of the fluid level.

« Side pockets, reinforced by zinc-coated carbon
steel profiles, allow lifting from bottom by means
of forklift (full load).

e 220 mm diameter top hatch with lockable screw
lid, gasket, loading port with built-in air vent device
and lockable security bar.

e Tank’s volume: 960 L.

» Dimensions (WxLxH): 995x1.830x1.000 mm.

e 12V or 24 V DC diaphragm battery pump, flow
rate 30 L/min complete with cable and clamps for
battery connection; the fluid transfer unit is fixed
in a proper housing inside the tank and provided
with a lockable door.

e EPDM hose, 5 m long, equipped with automatic
nozzle.

 Digital turbine flow meter (option).

MAIN FEATURES:

The new transfer system was designed for installation
onto IBC tanks, utilizing a stainless steel rotary hand
pump certified for AdBlue® transfer applications. The
sturdy stainless steel support bracket comes with a
rugged connector system that is compatible with
most IBCs. Tight manufacturing guidelines and the
use of wear-resistant materials guarantees years of
hassle-free operation. The pump, which was entirely
developed, manufactured, and certified in Italy, sets
new benchmarks in terms of:
< Suction capacity: self-priming with simple and im-
mediate fluid dispensing.
= Volumetric capacity: 10 gallons per 100 revolutions
¢ 100% of the materials used are chemically compat-
ible with AdBlue® (standard I1SO 22241).
e Ergonomic construction for professional use.

(M Contenitori IBC in polietilene per il trasporto e l'erogazione di soluzioni a base di Urea.

[EN] IBC containers made in polyethylene for transport and delivery of DEF.

PRINCIPALI CARATTERISTICHE:

« Contenitore bianco/traslucente realizzato in polietilene,
materiale che garantisce un’ eccellente resistenza agli
agenti chimici ed atmosferici.

« Capacita nominale 1.000 L, dimensioni (LxPxH)
1.200x1.000xH1.170 mm.

« Larelativa trasparenza permette altresi di monitorare in
continuo il livello del contenuto a vista.

= Facilmente lavabile con normali detergenti grazie alle
superfici perfettamente levigate.

+  Alloggiatoallinterno di una gabbia di protezione realizzata
in acciaio zincato elettrosaldato e posizionata sopra un
pallet per favorirne la movimentazione.

«  Boccaporto superiore di diametro 150 mm 0 225 mm con
coperchio a vite provvisto di guarnizione, connettore per
urea e tubo di aspirazione.

ALLESTIMENTI:

+ Ilgruppo di erogazione e formato da una elettropompa a
membrana 230V - 50 Hz con portata da 30 L/mine completa
di by-pass integrato.

« Tubo di erogazione in EPDM adatto per soluzioni a base
di urea, lunghezza 6 m, completo di pistola automatica
0 manuale oppure automatica con contalitri integrato.

«  Contalitri digitale a turbina (op2|onale)
Filtro per soluzione a base di urea (optional).

MAIN FEATURES:

+  White / translucent polyethylene container, a material
which ensures excellent resistance against chemical agents
and the bad climate conditions.

+ Nominal volume 1.000 L, dimensions (WxLxH)
1.200x1.000xH1.170 mm.

+ Its transparency also allows a constant sight monitoring
of the fluid level.

« It can be easily washed with regular detergents thanks to
its highly smooth surface.

+  Housed within a protection tubular galvanized iron cage
that's attached to a pallet designed to be moved using
forklifts or pallet jacks.

« 150 mm or 225 mm diameter top hatch with screw lid,
gasket and DEF stainless steel coupler with suction hose.

OUTFITTINGS:

«  230V-50HzAC diaphragm pump, flow rate 30 L/min with
built-in by-pass valve.

+  EPDM hose, 6 m long, equipped with automatic, or manual
nozzle or automatic nozzle with integrated flow meter.

+ Digital turbine flow meter (option).

*  Filter for urea solutions (option).

Codice / Code Pistola / Nozzle Contalitri / Meter Filtro / Filter

manual
IBCADBSUZPRO Automatica / Automatic
IBCADBTHREE25 Automatica / Automatic

Si/Yes No

Sl (integrato nella pistola)

YES (integrated into the nozzle) Sl



® .- Certificata MID

EmilBlue Station € il nuovo distributore per AdBlue®
dotato di testata elettronica metrica e con certifica-
zione MID. La capacita del serbatoio & pari a 2mila litri.
Le dimensioni del distributore sono create per posa
sulle piattaforme di rifornimento esistenti e la stazione
EmilBlue Station risulta totalmente coibentata ed isolata
termicamente. Opzionale la possibilita di riscaldare la
stazione elettricamente, in caso di climi rigidi.

I modelli disponibili sono 3: con la sola pompa dedi-
cata ai camion (truck-service), alle auto (car-service)
o con entrambe.

EmilBlue station is an innovative AdBlue®/DEF dis-
penser equipped with electronic head MID certified
meter. The dimensions of the dispenser are suitable
for installation on existing gas stations. Capacity is
2000 liters.

EmilBlue Station is completely thermally insulated.
It is possible to add an electrical heater (optional) in
case of cold climates.

There are 3 models available: truck-service pump,
car-service or both.

TECHNICAL FEATURES:

Power supply: 230v.

Flow rate: 40 L/min.

Nozzle for truck: Model ZVA.
Nozzle for car: Model ZVA.
Refuelling hose: 3,80 mt.

Stainless steel inox filters.
Dispenser galvanized steel frame.
High strength steel base S355.
Steel panels S253.

Powder coating.



The tanks of the line INDUSTRY are made of poly-
mers in neutral colors with additives resistant to
UV rays. Their particular coloration and their wall
thickness make them suitable for containment of
chemical products other than water. They are 100%
recyclable, for above ground installation, cadmium
free and guaranteed against the formation of algae.

Codice Dimensioni (h x0) Volume Chiusino Sfiatamento
Code Dimensions (hx@) Lid Vent

L L Ll
b l di Di ioni (hx@. hiusi i
Serbatol orzzontal ==

Horizontal tanks

Serbatoi orizzontali panettone T
Code Dimensions (hx@)) Lid Vent

Panettone horizontal tanks

. = Valvola industrale su chiusino / Industrial valve on th e lid.



